


A ❘ �FeEd Belt
�Non slip feed belt is similar 
in style to feed belts found 
on most wide belt sanders 

B ❘ �Dual SANDING DRUMS
Dual drums allow the user 
to put different sanding grit 
paper on each roller to start 
with a coarse grit and finish 
with a fine grit 

C ❘ �LARGE Capacity
�Large 25 inch wide sanding 
capacity will sand stock up 
to 5-1/4 inches thick
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Wide Belt SanderS
The POWERMATIC Wide Belt Sanders deliver the utmost perfor-

mance in measurement and sanding, creating a flawless finish each 

and every time. The POWERMATIC Wide Belt Sanders have central-

ized controls which allow the user to access all the needed buttons 

on one simple panel for more convenience. The variable speed feed 

belt allows the user to accurately dial in the exact feed speed to best 

suit each project and work environment. The sanders also feature a 

special digital readout control which will show the exact thickness of 

the finished piece or allow the user to preset exactly what thickness 

they would prefer the finished piece to be. The sander also includes 

a unique measuring device, the auto thicknesser, that will capture the 

piece of wood to give the user an exact measurement of the starting 

thickness. The POWERMATIC Wide Belt Sanders all have an  

air-eye system which controls the oscillation for the sanding belt. 

This prevents the belt from running off the end of the drums and 

uses the sanding surface in a more uniform manner. This also  

ensures sanding lines will not be left on the work piece. The wide 

belt sander also has a powerful three motor system for maximum  

performance. The first motor system allows for maximum  

horsepower to feed the drive drums. A second, smaller motor,  

directly powers the VS feed belt and a third, smaller motor, powers 

the feed table up and down to the desired thickness automatically 

and with ease. For safety, the Wide Belt Sanders have a disc brake, 

which slows the machine quickly and stops it instantly in the event  

of an emergency.

FEATURES

Centralized controls allow you to access all the needed  
buttons right on one simple panel for more convenience

The variable speed feed belt allows you to accurately dial 
in the exact feed speed to best suit your project and work 
environment

Digital readout will show you the exact thickness of the 
finished piece or will allow the user to preset exactly what 
thickness they would prefer for the finished piece

 The disc brake slows the machine quickly and kicks in to 
stop the machine in an emergency

The air sensor system controls the oscillation for the sand-
ing belts.  This prevents the belt from running off the end 
of the drums as well as uses the sanding surface more 
uniformly without leaving sanding lines on the workpiece.

The auto thicknesser will capture the piece of wood to give 
the user the exact starting thickness

 The three motor system allows for maximum horsepower 
to feed the drive drums, a secondary, smaller motor directly 
powers the variable speed feed belt and a third smaller 
motor powers the power feed table up and down to the 
desired thickness

STANDARD EQUIPMENT

Sanding Belt

Removable Graphite Platen

WB-37

1
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WARRANTY

SPECIFICATIONS 25" 37" 43"

Model Number WB-25 WB-37 WB-43

Stock Number 1790825 1790837 1790843

Working Width (in.) 25 37 43

Working Height (in.) 6 6 6

Table Height (in.) 31-3/8 to 37-3/8 31-3/8 to 37-3/8 31-38 to 37-3/8

Feed Rate (FPM) 15-49 15-49 15-60

Sanding Belt Speed (SFPM) 2625 2625 2625

Air Required (PSI) 80 80 80

Sanding Belt Size (in.) 25x75 37 x 75 43 x 75

Dust Collection Required 
(CFM)

800 1600 1900

Main Drive Motor 15HP, 3Ph, 230/460V,*  
Prewired 230V

20HP, 3Ph, 230/460V*,  
Prewired 230V

25HP, 3Ph, 
230/460V*,  

Prewired 230V

Table Lift Motor 1/4HP 1/4HP 1/4HP

Feed Motor 1HP, 3Ph 1HP, 3Ph 2HP, 3Ph

Overall Dimensions 
(LxHxW/in.)

52-3/8 x 45-1/4 x 
84-5/8

52-3/8 x 57-1/2 x 
84-5/8

52-3/8 x 64-1/2 x 
84-5/8

Net Weight (lbs.) 1760 2090 2430

Shipping Weight (lbs.) 1860 2200 2550

*NOTE: 460V operation requires additional purchase and installation of two overload relays

I N D U S T R I A LI N D U S T R I A L



A ❘ �Control Panel
Central control panel with digital readout can 
be programmed for user specified  
thicknesses. Separate sanding belt and feed 
belt controls and safety shut off switch in a 
conveniently located position 

B ❘ �Hold Down ROLLERS
Dual hold down rollers on front and back 
secures the workpiece through the large 
sanding area while the workpiece travels 
through the oscillating sanding belt 

C ❘ �Auto Thicknesser
Auto thicknesser captures the pre-sanded 
thickness to accurately preset the desired 
surface removal 

D ❘ �Belt Tracking
The air-eye system controls the belt 
oscillation to prevent the belt from running off 
the sanding drum and allows for sanding in a 
more uniform manner, to insure that sanding 
lines will not remain on the workpiece

A
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SPECIFICATIONS

Model Number 1632 1632

Stock Number 1791250 1791251

Working Thickness (in.) 5 5

Minimum Board Length (in.) 13¾ 13¾

Head Configuration Combination Combination

Belt Speed 2,200 sfpm 2,200 sfpm

Belt Size (in.) 17 x 54 17 x 54

Compressed Air Requirements 75 psi 75 psi

Dust Port Outside Diameter (in.) 4 4

Dust Collection Minimum CFM Required 800 cu.ft/min 800 cu.ft/min

Overall Dimensions (L x W x H/in.) 40 x 29 x 66 40 x 29 x 66

Main Drive Motor 5HP, 1Ph, 230V 7-1/2HP, 3Ph, 230/460V  
(Prewired 230V)

Feed Motor 1/4HP, 1Ph 1/4HP, 3Ph

Net Weight (lbs.) 996 996

Shipping Weight (lbs.) 1,106 1,106

FEATURES

The combination head promotes a more consistent finish

Pneumatic conveyor belt tracking keeps belt centered

Conveniently mounted load meter maintains constant check during operation

Limiters will stop sander instantly if belt breakage occurs

Side access door for easy belt changes

Standard Equipment: 5HP motor, Emergency rail stop, Emergency stop button 
Dust collection port, and a 17" x 54" sanding belt

The Open-End Sander has front mounted controls and a  

load meter, which maintains a constant check during  

operation. Metal-tipped safety limiters inside the machine will 

stop the sander immediately should belt breakage occur.  

The combination head means a more consistent finish,  

and pneumatic conveyor belt tracking keeps belts  

automatically centered.

OPEN END  
BELT SANDERS
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A ❘ �CONVEYOR BELT
The combination head promotes a more 
consistent finish, pneumatic conveyor belt 
tracking keeps belt centered

B ❘ �LOAD METER
Conveniently mounted load meter maintains 
constant check during operation, limiters will 
stop sander instantly if belt breakage occurs 

A

B
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STANDARD EQUIPMENT

3HP TEFC motor

Safety shield

3" face plate and face plate wrench

14" tool rest

Spur and live (ball bearing) centers

Knockout rod

Spindle lock

24-position indexer

Remote power switch

FEATURES

The inverter works with the 3-step Poly-V belt drive to provide 
electronic variable speed for wide range of turning operations

Built-in spindle indexing for cutting evenly spaced features in 
a workpiece

Digital spindle readout shows exact RPM upon which to base 
further fine tuning and adjustments

Precision ground bedways for smooth sliding of tailstock and 
tool rest

Supported by heavy-duty cast iron legs, featuring 2" diameter 
feet for adjusting spindle height

Cast iron headstock is stationary, tailstock features positive 
cam-action locking device so it won't slip

Forward/reverse rotation for varied turning methods

The 24" Woodworking Lathe is supported by cast iron heavy-duty legs 

with adjustable feet. The bed has precision ground ways. A 3-step, 

Poly-V belt drive produces a wide speed range up to 3500 RPM.  

This lathe has a 24-position indexer. The stationary headstock and  

sliding tailstock are cast iron, and the tailstock has a positive cam  

action locking device. The control panel has a digital readout showing 

RPMs. A magnetic based remote on/off switch can be moved 

anywhere on the machine. The tool rest has been designed with a 

finger guide for better tool control. Reversing switch comes standard.

4224  LATHE
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WARRANTY

SPECIFICATIONS

Model Number 4224

Stock Number 1791254

Capacities

Swing Over Bed (in.) 24

Swing Over Tool Rest Base (in.) 18-1/2

Working Distance Between Centers (in.) 42

Outboard Turning (in.) 48

Speeds, Electronic Controlled (RPM) 0-910, 0-2000 and 0-3500

Spindle

Nose (in. x TPI) 1-1/4 x 8

Hole Through Spindle (in.) 5/8

Headstock Taper MT-2

Tailstock Taper MT-2

Hole Through Tailstock (in.) 3/8

Ram Travel (in.) 4-1/2

Centerline of Spindle to Floor (in.) 44 (Adjustable)

Motor (TEFC) 3HP, 1Ph or 3Ph with Inverter, 230V

Overall Dimensions (L x W x H/in.) 75 x 26-3/4 x 60

Net Weight (lbs.) 848

Shipping Weight (lbs.) 904

OPTIONAL ACCESSORIES

Wood Lathe 3" Face Plate 6294736

Wood Lathe 6" Tool Support 6294739

Wood Lathe 14" Tool Support 6294742

Wood Lathe Bowl Turning Tool Rest (Right) 6294740

Wood Lathe Bowl Turning Tool Rest (Left) 6294751

Wood Lathe Short Bed Extension Tool Rest 6295846

Outboard Turning Assembly, 48" Swing 6295858K

Outboard Turning Stand 6294732
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4224  LATHE

A ❘ �Magnetic Safety Switch
Paddle style on/off switch with removable 
safety key has a magnetic base that can  
be positioned anywhere on the lathe

B ❘ �Control Panel and Belt Drive
Control panel with digital RPM readout  
and easy to access three step Poly V-belt  
drive system 

C ❘ �Cast Iron Bed 
The heavy duty cast iron bed has precision 
ground ways

A

B C
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Standard Equipment

2HP TEFC Motor

Safety shield

3" face plate and face plate wrench

14" tool rest

Multiple ball-bearing live center

Brass tipped knockout rod

Drive center

Spindle lock

FEATURES

Sliding headstock with electronic variable speed and  
digital RPM readout 

Two-position mount for the optional bed extension 

Spindle lock and built in spindle indexing on the head stock 

Toolrest assembly with improved locking on a new profile tool rest 

Set of dead centers which hold a spindle for visual comparison

Optional dust assembly that travels with the toolrest

Laser etched quill which is self ejecting. 

Sliding hammer knockout rod with brass tip

Attached tool caddy for tool storage

Tailstock with internal storage 

Chrome trimmed handwheels

3520B  LATHE
The Powermatic 3520B is the third evolution of the time honored lathe with 

many new and improved features.  The 3520B retained all the features of the 

prior models such as the sliding headstock, electronic variable speed with low 

and high speed ranges, and the spindle lock. The enhanced features include 

a digital RPM readout and built in spindle indexing on the head stock, and a 

redesigned tailstock with internal storage, chrome trimmed handwheels, and 

a laser etched quill which is self ejecting. The toolrest assembly also has  

improved locking on a new profile tool rest which can accommodate an  

optional dust assembly that travels with the toolrest. Additional features  

include a set of dead centers which hold a spindle for visual comparison,  

a two position mount for the optional bed extension, a sliding hammer  

knockout rod with brass tip, an attached tool caddy and a metal shelf for  

tool storage.
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SPECIFICATIONS

Model Number 3520B

Stock Number 1352001

Capacities

Swing Over Bed (in.) 20

Swing Over Tool Rest Base (in.) 16

Working Distance Between Centers (in.) 34-1/2

Speeds (RPM) High 125-3200, Low 50-1200

Spindle

Nose (in. x TPI) 1-1/4 x 8

Hole Through Spindle (in.) 9/16

Spindle Taper MT-2

Tailstock Taper MT-2

Ram Travel (in.) 4-1/2

Centerline of Spindle to Floor (in.) 44 (Adjustable)

Motor (TEFC) 2HP, 1 Ph or 3 Ph, 230V

Overall Dimensions (L x W x H/in.) 75 x 27 x 58

Net Weight (lbs.) 682

Shipping Weight (lbs.) 720

OPTIONAL ACCESSORIES

Wood Lathe Dust Port Assembly 6294796

Wood Lathe 50" Bed Extension Assembly 6294726B

Wood Lathe 18" Bed Extension Assembly 6294727B

Wood Lathe Heavy Duty Outboard Turning Stand Assembly 6294732

Wood Lathe Remote ON/OFF Switch 6294733

Wood Lathe 3" Face Plate 6294736

Wood Lathe 6" Tool Support 6294739

Wood Lathe 14" Tool Support 6294742

Wood Lathe Ball Bearing Tailstock Center 6295902

Wood Lathe Bowl Turning Tool Rest (Right) 6294740

Wood Lathe Bowl Turning Tool Rest (Left) 6294751



A ❘ �Spindle Comparator
Spindle comparator allows user to visually replicate 
projects 

B ❘ �Tool Rest
Tool rest banjo has strong locking mechanism, accepts 
different sizes of tool supports, as well as the optional 
dust port assembly 

C ❘ �Tailstock 
Tailstock with ergonomic chrome handles, finely tuned 
quill, and storage compartment

D ❘ �Control Panel and Headstock 
Indexing headstock with digital RPM readout for 
accurate adjustments and fine tuning

67
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STANDARD EQUIPMENT

3/4" and 1-1/4" interchangeable spindles

Spindle height digital readout

Featherboard hold downs

Deluxe miter gauge

Integrated caster system

PRODUCT FEATURES

Heavy cast iron base

Integrated caster system built into the shaper 
base

Spindle height digital readout

3HP and 5HP totally enclosed motors

Large heavy duty 30" x 40" Precision ground 
tabletop

Two speed reversible spindle speeds

Convenient quick lock belt tensioning

Heavy duty industrial fence system

Dual 4" dust ports

Independently adjustable fence sides

Superior clear cutter guard

Integrated material hold downs

SPECIFICATIONS

Model Number PM2700

Stock Number (3HP, 1Ph, 230V) 1280100C

Stock Number (5HP, 1Ph, 230V) 1280101C

Stock Number (5HP, 3Ph 230V/460V, Prewired 230V) 
Requires 460V* magnetic switch

1280102C

Spindle Speeds 7500 & 10,000

Reversable YES

Table Size (in.) 40 x 30

Table Opening Dia. (in.) 7-3/8

Table Insert Opening Dia. (in.) 2-1/2, 4, 5-3/4

Fence Size (in.) 4-7/8 x 18-3/4

Spindle Travel (in.) 4

Spindle Sizes (in.) 3/4, 1-1/4

Under nut capacity {Spindle dia. - Capacity (in.] 3/4 - 3-3/4 & 1-1/4 - 6

CFM minimum requirement 600

Overall Dimensions (L x W x H/in.) 40 x 37 x 45

Net Weight (lbs.) 664

Shipping Weight (lbs.) 690

Optional Accessories

1/2" Spindle for PM2700 Shaper 1791204

1" Spindle for PM2700 Shaper 1791205

30mm Spindle for PM2700 Shaper 1791206

1/4" Router Collet for PM2700 Shaper 1791207

1/2" Router Collet for PM2700 Shaper 1791208

The PM2700 Shaper offers more features to you than any 

other shaper in the same class.  It includes an extra large 

30" x 40" precision ground cast iron table with a heavy 

duty miter gauge and an aluminum extruded support.  

The extruded aluminum fence has several  T-slots so you 

can mount a wood face to create a no clearance surface 

around any shaper or router bit. The fence also gives 

you the ability to quickly move the fence close to its final 

position and lock it in and then use the precision micro 

adjustments on each side of the cutter to dial in exactly 

the position you need. The precision on this machine also 

features a digital readout for the spindle height.  

This gives you the ability to make adjustments to within 

.001" in the spindle height which is critical when aligning 

rail and stile cutters for those raised panel doors.

PM2700 SHAPER
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A ❘ �Fence and cutter guard
Extruded aluminum, indepen-
dently adjustable fence with 
featherboard hold downs, chrome 
knobs, and clear full cutter guard 

B ❘ �Dual Dust Ports
4 inch dust collection ports 
built-in to the cabinet and fence 
adjustment tube rack offers 
superior  
chip removal 

C ❘ �Digital readout
Digital readout gives the user the 
exact spindle height and allows 
for .001" adjustments.  Micro ad-
just control knobs allow for preci-
sion adjustment for the fence 

D ❘ �Integrated caster 
system
Integrated omni-directional cast-
ers can be raised and lowered to  
mobilize the shaper 
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FEATURES

5HP motor

Spindle tilts 45º forward and 5º back

4" dust collection port

Reversing switch

Optional Accessories

1" Spindle Assembly (6" under nut) 6293198

1-1/4" Spindle Assembly (6" under nut) 6293199

The Model 29 Shaper is a sturdy machine with a  

35-1/2" x 27-5/8" extra thick cast iron table. The spindle 

tilts 45° forward and 5° backward for bevel shaping. 

Three standard table inserts are included, the smaller 

insert with a guide shoulder for copy work. Two hold-

downs and cutterhead shield are standard equipment, 

and the entire hold-down assembly flips out of the 

way for spindle changes.

29 SHAPER

SPECIFICATIONS

Model Number 29

Stock Number 1791244

Spindle Speeds (RPM) 3000, 4000, 6000, 8000, 10000 Reversing

Table Size (LxW/in.) 35-1/2 x 27-5/8

Table Opening Diameter (in.) 8-15/16

Insert Opening Diameter (in.) 2-1/2, 5-1/2 and 5-7/8 x 4-3/16 (oval)

Fence Size (in.) 5-1/8 x 27-9/16

Spindle Size (in.) 3/4, 1, and 1-1/4

Capacity Under Nut (in.) 3/4 Spindle — 3-1/2

1 Spindle — 4

1-1/4 Spindle — 4-3/4

Router Bit Collet Size (in.) 3/8, 1/2

Spindle Travel (in.) 7-1/16

Dust Collection Minimum Required (CFM) 600

Overall Dimension (LxWxH/in.) 35-7/16 x 33-7/16 x 46-1/16

Motor (TEFC)  5HP, 3Ph, 230/460V*, Prewired 230V
*Requires optional transformer for 460V

Net Weight (lbs.) 682

Shipping Weight (lbs.) 815

1
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WARRANTY

STANDARD EQUIPMENT

Work-piece hold-downs and cutterhead shield

Miter gauge

3 table inserts — 2-1/2"and 5-1/2" standard and  
5-7/8" x 4-3/16" oval

3 spindles — 3/4", 1" and 1-1/4"

I N D U S T R I A LI N D U S T R I A L



29 SHAPER

A ❘ �Miter Gauge
Miter gauge and clamp assembly 

B ❘ �Handwheel Controls
Handwheel controls for titlting, raising and lowering the 
spindle 

C ❘ �Cast Iron Table 
Large heavy cast table with workpiece hold downs and 
cutter shield
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FEATURES

Sliding table with miter head, hold-down and fence 

Fully adjustable fence with dual digital readout 

Large table with built-in slider with room for stock feeder 

7" vertical spindle travel 

Spindle tilts negative 5° to positive 45° 

Large diameter multiple table inserts 

Five spindle speeds in forward and reverse with lighted indicator

The TS29 is ready to tackle any job. A new fence 

design includes dual digital readouts, micrometer 

adjustments and independently adjustable fence 

halves for fast, easy, and accurate set-ups. The 

full guard includes two stock hold-downs and 

a see through cover that flips up for quick tool 

changes. Dual dust collection ports, in the guard 

and under the table insure a clear work area and 

improved finish. An extra large quill assembly 

with a full seven inch stroke has three oversize 

bearings and the ability to tilt, adding versatil-

ity and insuring long, trouble free performance. 

Powered by a big 7-1/2HP motor that drives the 

spindle forward and reverse with five speeds.  

The massive sliding table is fully supported by 

six tapered precision bearings through a full four 

foot stroke. In addition, on board the table is a 

large miter head complete with stock hold-down 

clamp and a 56" miter fence with flip stop.  

The large table can easily accommodate a stock 

feeder for longer production runs.

TS29 TILT/SLIDE 
SHAPER

B

SPECIFICATIONS

Model Number TS29

Stock Number 1791284

Electric Controls 24V Magnetic

Spindle Speeds (RPM) 3000, 4000, 6000, 8000, 10000

Overall Table Size (L x W/in.) 51-1/2 x 33-1/2

Slide Table Size (in.) 11-1/4 x 51-1/4

Table Travel (in.) 49-1/4

Fence Size with Dual Digital Readouts (in.) 46 x 5

Fence Travel (Major and Minor/in.) 5-3/8 and 3-5/8

Spindle Size (in.) 3/4, 1, and 1-1/4

Capacity Under Nut (in.) 3/4 Spindle — 3-1/2

1 Spindle — 6-1/4

1-1/4 Spindle — 6-1/4

Router bit collet sizes (in.) 1/4 and 1/2

Vertical Spindle Travel (in.) 7

Tilting Spindle (deg.) 5° back, 45° forward

Maximum Diameter Cutter Below Table (in.) 9

Maximum Diameter Cutter Above Table (in.) 12

Table Inserts one tilting, one straight

Dust Port Diameter -two (in.) 4 and 5

Minimum CFM Required 800

Overall Dimensions (L x W x H/in.) 51 x 44 x 53

Motor (TEFC) 7-1/2HP, 3Ph, 230/460V, Prewired 230V

Net Weight (lbs.) 1100

Shipping Weight (lbs.) 1280

1
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A ❘ � Tilting Spindle
Spindle tilts to a negative 5° and a positive 45° 

B ❘ �Sliding Table
Table travels a full 49-1/4 inches 

C ❘ �Fence 
Fully adjustable fence has dual digital readout 
positioning with micrometer adjustments

D ❘ �Guard Assembly 
Full coverage guard with workpiece hold downsC

D
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PF POWER FEEDERS
These rugged, heavy-duty stock feeders feature continuous-

duty motors that transfer power from the gear box to the feed 

roller through the roller chain and sprockets, providing superior 

positive feeding for all types of materials. The fully adjustable 

support columns feature moveable universal joints and heavy 

locking mechanisms that lock the feeder in horizontal, vertical, 

or angle feed positions. Solid cast iron construction of bodies, 

bases and universal joints provide stability with vibration free 

feeding. The smart roller system provides money saving wheel 

changes by allowing the replacement of the tire only, not the 

complete assembly as on other units

1
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SPECIFICATIONS

Model Numbers PF3-EZ PF3-JR PF-31/33

Stock Number (1Ph 115V) N/A 1790818 1790807K

Stock Number (3Ph 230V) 1790814K N/A 1790800K

Stock Number (3Ph 460V) 1790815K N/A N/A

Height (with handle) (in.) 31.5 23.2 29.5

Width (in.) 21.85 11.8 18.08

Length (with handle & arm 
fully extended) (in.)

51.1 27.5 43.23

Column Diameter (in.) 2.23 1.6 2.28

Rollers (in.) 4-3/4 x 1 3-1/8 x 1-3/16 4-3/4 x 2-1/4

Motor Type TEFC TEFC TEFC

Horsepower 3/4HP, 3Ph only 1/4HP, 1Ph only 1HP, 1 or 3Ph

Rotation Forward/Reverse Forward/Reverse Forward/Reverse

Number of Speeds Variable 4 speeds 4 speeds

Range of Speeds (FPM) 6.5 - 66 13, 26, 33, 62 3Ph -  13, 26, 33, 66; 
1Ph - 13, 36, 43, 108 

DISTANCE BETWEEN ROLLERS-THICKNESS ALLOWED

(Center-to-Center) (in.) 5.93 - 5.31 4.32 - 3.34 5.07 - 5.90

Swing (degrees) 360 360 360

Vertical Movement (in.) 8.33 6.52 9.83

Horizontal Movement (in.) 29.33 9.8 18.07

Max. Height of Rollers Paral-
lel to Tabletop (in.)

7.47 6 8.45

Net Weight (lbs.) 170 71 134

Shipping Weight (lbs.) 180 75 143

PF3-JR

PF-33

PF3-EZ
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PF4-ARC

PF-43

75

SPECIFICATIONS

Model Numbers PF-41/43 PF4-ARC

Stock Number (1Ph 115V) 1790812K N/A

Stock Number (3Ph 230V) 1790811K 1790816K

Stock Number (3Ph 460V) N/A 1790817K

Height (w/handle) (in.) 29.48 31.5

Width (in.) 23.58 21.42

Length (w/handle & arm fully 
extended) (in.)

43.23 26.7

Column Diameter (in.) 2.28 2.28

Rollers (in.) 4-3/4 x 2-1/4 4 x 2

Motor Type TEFC TEFC

Horsepower 1HP, 1 or 3Ph 1/2HP, 3Ph only

Rotation Forward/Reverse Forward/Reverse

Number of Speeds 4 speeds 6 speeds

Range of Speeds (FPM) 3Ph -  13, 26, 33, 66; 
1Ph - 13, 36, 43, 108 

11.5, 20, 23.3, 26.6,
40, 53.1

DISTANCE BETWEEN ROLLERS-THICKNESS ALLOWED

(Center-to-Center) (in.) 5.23 - 5.93 - 5 4.09 - 6.9 - 4.09

Swing (deg.) 360 360

Vertical Movement (in.) 9.83 7.5

Horizontal Movement (in.) 18.07 7.5

Max. Height of Rollers Paral-
lel to Tabletop (in.)

8.45 7.1

Net Weight (lbs.) 150 145

Shipping Weight (lbs.) 158 154
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Features

Powered by a heavy duty 1HP, 1Ph, 115/230V (Prewired 115V) TEFC motor

Lighted push button switch with safety key is located on the front of the  
head for ease of use

A new larger table system with dual extensions for the largest woodworking 
table on the market.  It also features twin T-slot grooves for a miter gauge or 
other homemade jigs

Newly designed table tilts 90° and has a positve stop at 0°, 45° and 90°

Large handle makes lowering and raising the table easy

Head mounted dual laser guide system provides a consistent drilling cross 
point on work piece

Feed handles can be mounted on either side of the drill press for convenient 
handle positioning

Extension wing provides additional support for longer workpieces

Variable speed system adjusts quickly and easily in one full range

Built-in dual LED work light

5/8" Keyless chuck

Quick setting depth stop

Adjustable split fence with dust collection port

Front mounted switch control, laser guide and LED work light 

Front mounted digital LED display shows spindle speed

PM2800 VS DRILL PRESS
This new Woodworkers drill press was designed with the woodworker in mind.   

Its design has many convenient features that other so called woodworking drill 

presses do not offer.  The twin LED lights are designed to not cast shadows on the 

workpiece like conventional lights.  The twin lasers help to pinpoint exactly on the 

workpiece.  The expandable work table is the largest in the industry in this class.  

The single handle speed changer allows you to run the full range of speeds without 

ever touching a belt and the front mounted digital readout displays the exact speed 

the spindle is running.  It also features a larger motor than any other drill press in its 

class to handle even the heaviest jobs during your project.
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OPTIONAL ACCESSORIES

 Reducer 4" to 2-1/4"O.D. (2" I.D.) JW1000 

SPECIFICATIONS

Model Number PM2800

Stock Number 1792800

Swing (in) 18

Chuck Size (in.) 5/8, Keyless

Spindle Travel (in.) 4-3/8

Maximum Spindle to Table Distance (in.) 26-1/2

Maximum Spindle to Base Distance (in.) 47

Table Size (L x W/in.) 16 x 14

Table Size Fully Extended (L x W/in.) 16 x 26

Spindle Taper MT2 x JT3

Column Diameter (in.) 3-1/8

Spindle Speed Range (RPM) 400-3000

Base Size (in.) 11-7/8 x 19-5/8

Motor (TEFC) 1HP, 115/230V, Prewired 115V

Overall Dimension (H x W x D/in.) 68 x 23-1/2 x 31-1/2

Net Weight (lbs.) 215

Shipping Weight (lbs.) 230



A ❘ � Work Surface
Large cast iron table with dual extension wings 
shown with split fence. Drill bit and material stop 
not included 

B ❘ �Control Panel
Front mounted switch controls with LED spindle 
speed readout, feed handle can be mounted on 
right or left side for user's preference 

C ❘ �Worklights 
Front mounted LED worklights

D ❘ �Variable Speed 
Variable speed controls makes changing speeds 
quick and easy

E ❘ �Dual Laser 
Laser crosshairs pinpoint the  
project’s hole location
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FEATURES

In-line depth stop

Heavy-duty reversable handle

Stock hold-down with a double lock system

Quick action cam lock

Integrated bit and chisel spacers

Large work surfaces on both table and fence

Large, hinged chuck door with magnetic latch

Rack and pinion design

PM701 BENCHTOP MORTISER
The new POWERMATIC 701 Benchtop Mortiser features an in-line depth stop 

which allows the user to stop at preset depths without racking the mortiser 

bit to the base. Its heavy-duty reversible handle is so versatile that it can be 

changed from one side to the other quickly and easily and requires no tools to 

do so. The stock hold down features a specially designed double lock system. 

One locks from the side, the other locks from the top, to completely eliminate 

any slippage when removing the chisel from the work piece. This hold-down 

is also reversible to allow stock from 0 to 5" thick to be captured underneath 

it. The new POWERMATIC 701 Benchtop Mortiser has a quick-action cam lock 

that will quickly lock the fence into position with one 90° movement. This lock 

also features lock nuts, so once set they will not have to be continually  

adjusted. Set-up has never been easier or more precise. The new  

POWERMATIC 701 Benchtop Mortiser features an integrated bit and chisel 

spacer system. These two spacers are used to accurately and quickly account 

for the space needed between the bit and chisel during set-up. Large work 

surfaces in the table and fence allow for more stability and accurate cuts.  

The new mortiser also includes a large hinged chuck door with magnetic 

catch. This unique element allows the user to easily access the drill chuck 

with the standard 4" chuck key to lock the bit in place. In addition, its rack and 

pinion allow for simple and quick fence adjustments.

Standard Equipment

Chisel and tool holder with sharpening stone

1/2" drill chuck with 4" chuck key

Removeable safety switch key
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Optional Accessories

PM701-RB Riser Block Kit 1791312

1/4" Bit and Chisel 1791091

5/16" Bit and Chisel 1791092

3/8" Bit and Chisel 1791093

1/2" Bit and Chisel 1791094

3/4" Bit and Chisel 708594

4 Bit Set (1/4", 5/16", 3/8", 1/2") 1791096

SPECIFICATIONS

Model Number PM701

Stock Number 1791310

Spindle Speed 1725

Chuck Capacity (in.) 1/2

Chisel Shank Capacity (in.) 3/4

Head Stroke (in.) 5-1/2

Chisel Center to Fence (in.) 4-3/8

Under Hold-Down (in.) 5

Fence Size (in.) 2-5/8 x 12-1/2

Base Size (in.) 16-5/16 x 13-3/4

Bushing Size (in.) 5/8 and 3/4

Motor (TEFC) 3/4HP, 1Ph,115V/230V 
prewired 115V

Net Weight (lbs.) 93

Shipping Weight (lbs.) 100

Bits and chisels 
purchased separately



A ❘ �Chuck Assembly
Easy chuck access and built in bit-to-chisel  
spacer system makes chisel and bit changes 

      quick and easy 

B ❘ �Depth Stop
Adjustable in line depth stop allows for preset 
depths without racking the mortise bit to the base 

C ❘ �Fence 
Quick action fence cam lock

D ❘ �Chisel Storage 
Built in bit and chisel holder (bits and chisels not 
included) has a honing cone for sharpening chisels

E ❘ �Hold Down 
Double locking, reversible stock hold down 
(bits and chisels not included)

A

D

E

B C 79



80     powermatic.com

719T TILT TABLE MORTISER
The 719T Tilt Table Mortiser features heavy-duty cast iron construction and a powerful 1HP 

motor for the most demanding jobs. The head is mounted using adjustable gibs to assure 

years of trouble-free service. The heavy rack and pinion gear system utilizes a spring-

loaded six position adjustable handle for movement. A handy depth stop gives a uniform 

depth of mortise. A large 20-1/4" x 7" table gives plenty of work support and will adjust to 

any angle between 0 and 35°. The table can also move left to right and forward and back 

on dovetail ways with the large handwheel controls. Adjustable linear stops and flip down 

stop allow for precision repeatability. The quick adjust clamp provides plenty of work-

holding force and will swivel to accommodate angled workpiece. The heavy enclosed 

steel cabinet provides plenty of storage inside for chisels and accessories.

Optional Accessories

1/4" Bit and Chisel 1791091

5/16" Bit and Chisel 1791092

3/8" Bit and Chisel 1791093

1/2" Bit and Chisel 1791094

4 Bit Set (1/4", 5/16", 3/8", 1/2") 1791096

3/4" Bit and Chisel 1791095

1/2" chuck with key 6294245

Drill bushing 1-1/8" 6294198

Drill adapter shaft 6294210

Drill bushing 3/4" 6294221

Drill bushing 5/8" 6294222

Chuck extension adapter 6294232

specifications

Model Number 719T

Stock Number 1791264K

Spindle Speed (RPM) 1725

Table tilt (deg.) 0 to 35

Chisel Capacity (in.) 1/4 - 1

Chuck Capacity (in.) 1/2

Chisel Shank Capacity (in.) 5/8 I.D. / 3/4 I.D. / 1-1/8 I.D.

Chisel Stroke, Maximum (in.) 10-3/4

Head Stroke , Maximum (in) 6

Longitudinal table travel (in) 15-1/2

Cross table travel (in) 4

Chisel Center to Fence (in.) 4

Table Size (in.) 7 x 20-1/4

Fence Size (in.) 4-1/2 x 20-1/4

Base Size (in.) 14 x 16

Bushing Size (in.) 5/8, 3/4, 1-1/8

Overall Height on Base (in.) 60

Overall Dimensions (L x W x H/in.) 21-1/4 x 21-5/8 x 74

Motor (TEFC) 1HP, 1Ph, 115/230V, Prewired 115V

Net Weight (lbs.) 276

Shipping Weight (lbs.) 292

FEATURES

1HP TEFC motor

Work stop for repeat cuts

Depth and length stops

Enclosed stand with shelf

Drill bit adapter

Quick-release vise for speedy release of work material

Chuck extension adapter
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Standard Equipment

1/2" drill chuck with 4" chuck key

Bit and chisel 
purchased separately



A ❘ �1/2" Chuck 
Large opening to access the drill chuck 

B ❘ �Table POSITIONING CONTROLS
Two large handwheels for lateral and front-to-back 
positioning 

C ❘ �Table 
Table tilts from 0 to 35°
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FEATURES

2-1/2HP, 1Ph, 230V Motor

Bottom to top drilling

21 spindle gear driven drill head with hardened steel gears

32mm spindle centers

11 right hand and 10 left hand spindles

10mm quick change spindle chucks

3450 RPM spindles

Pneumatic boring tilting head

60" adjustable backfence with 4 stops

0—3-1/8" drilling depth stroke

Six position depth stops 

2 adjustable fences for small and large panels

Mechanical digital readout for boring unit

This new single unit construction Line Boring Machine 

has all the features to do case goods and framework, 

furniture fittings and 32mm line boring. The fully  

adjustable boring head can drill vertical or horizontal, 

and will lock at any angle in-between. The 2-1/2HP motor 

provides plenty of power at 3450 RPM at the spindles. 

Hardened steel gears transmit power to the 21 spindles, 

assuring many years of performance. A large table size 

of 35" x 20" offers generous support for your workpiece. 

With the 60" adjustable back fence, simply set any of the 

4 flip stops for exact repetitive drilling. Twenty-one quick 

chucks also come standard, allowing hand removal of 

all bits for tool-free, rapid set-ups. The unique flip down 

fences have built-in magnifiers for easy tape reading and 

stay attached to the machine, making it simple to change 

over from case goods to line drilling. A six-position turret 

stop makes drilling depth adjustments simple. The clamp 

bar features a grip-tight surface assuring pneumatic work 

hold-downs stay in position.

CBM21 LINE  
BORING MACHINE

STANDARD EQUIPMENT

21 spindles with quick chucks

Fences with stops

Foot pedal

Tool kit
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SPECIFICATIONS

Model Number CBM21

Stock Number 1791302

Distance between centers (mm) 32

Spindle Speed (RPM) 3450

Number of Spindles (21) 11 Right, 10 Left

Depth of Stroke (in) 3-1/8

Table Surface (L x W/in.) 35-3/8 x 17-1/4

Boring Head Adjustment (deg.) 0 to 90

Quick Change Collet Size (mm) 10

Table Height From Floor (in.) 34

Number of Depth Stops 6

Length of Backfence (in.) 60

Air Pressure Required (PSI) 90

Overall Dimensions (L x W x H/in.) 49 x 31 x 48

Motor (TEFC)  2-1/2HP, 1Ph, 230V

Net Weight (lbs.) 682

Shipping Weight (lbs.) 841

I N D U S T R I A LI N D U S T R I A L



CBM21 LINE  
BORING MACHINE

A ❘ �Rotating Drill Assembly
Fullly adjustable, pneumatic boring head 
can drill vertically or horizontally 

B ❘ �Spindles and Chucks
10mm quick change spindles and chucks  
(boring bits not included) 

C ❘ �Clamps 
Pneumatic hold down clamps

D ❘ �Fence System 
Flip down fences have built in magnifiers 
for easy tape reading

B C 83

A

D



84     powermatic.com

LBM21 LINE BORING  
MACHINE
This new 21 Spindle Line Boring Machine has everything 

needed to do 32mm line boring. It’s ideal for drilling shelf  

supports, hinges, etc. The LBM21 features a powerful 2-1/2HP 

motor that starts only when the pneumatic feed cycle is activated 

by the foot pedal, extending service life and saving power. 

Steel gears transmit plenty of power to the spindles at 2450 

RPM. The large 20" x 28" table provides plenty of work support 

and slides on two tracks, keeping the fence parallel to the 

head at all times. A 60" fence with 4 flip stops locates material 

with precision. Two manual head-mounted index pins provide 

precise positioning of longer stock.

FEATURES

2-1/2HP, 1Ph, 230V motor

Top drilling

21-spindle gear driven drill head with hardened steel gears

32mm spindle centers

11 right hand and 10 left hand spindles

10mm quick change spindle chucks

3450 RPM spindles

Head mounted index pins

0" — 2" drilling depth stroke

60" adjustable offset backfence 

4 adjustable fence stops

6" maximum backfence offset

STANDARD EQUIPMENT

21 quick chucks, foot pedal

2 manual index pins

Adjustable backfence

1
Y E A R

WARRANTY

SPECIFICATIONS

Model Number LBM21

Stock Number 1791301

Distance between centers (mm) 32

Spindle Speed (RPM) 3450

Number of Spindles (21) 11 right, 10 left

Depth of Stroke (in.) 2

Table Surface (L x W/in.) 47-1/4 x 19

Quick Change Collet Size (mm) 10

Table Height from Floor (in.) 33

Backfence Adjustment (in.) 60 right, 60 left

Backfence stops 4

Air Pressure Required (PSI) 90

Overall Dimensions (L x W x H/in.) 49 x 24 x 63

Motor (TEFC) 2-1/2HP, 1Ph, 230V

Net Weight (lbs.) 340

Shipping Weight (lbs.) 526

I N D U S T R I A LI N D U S T R I A L



LBM21 LINE BORING  
MACHINE

A ❘ �Spindle and Pins
Spindle head with manual indexing 
pins that provide precise positioning 
of longer stock

B ❘ �Spindles
21 spindle head, 11 right and 10 left 

C ❘ �Motor
The powerful 2-1/2HP motor will only 
operate when the pneumatic feed 
cycle is activated by a foot petal
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INCLUDES

Four-sided template

Workstops

Tool kit 

Dovetail bit

Dust chute with hose

FEATURES

Four separate dovetail centerlines 1", 1-1/2", 2" and 2-1/2"

1HP, 1Ph, 115/230V motor

Eccentric spindle collet for resharpened cutters

Cutter height of 3/16" to 3/4"

Manual eccentric clamping

Extra large softgrip handle provides positive control and 
comfort

The precision carriage bearings are sealed on both ends  
to eliminate dust buildup

Visual stylus and template aids in guiding the carriage

Spring loaded carriage makes for smooth effortless  
dovetail cutting

Material stops provide convenient position of the  
workpiece

Cast iron and steel construction for added stability  
and durability

OPTIONAL ACCESSORy

Dovetail bit DT45-257

DT45 SINGLE  
END DOVETAILER
The POWERMATIC DT45 manual dovetail machine is 

used to cut dovetails for drawers and various furniture 

components. The machine is equipped with a router 

spindle which allows cutting dovetails of adjustable 

height. The DT45 can machine half-blind dovetails with 

four different pitches. Locking and unlocking of pieces 

takes place manually by an eccentric clamp.
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SPECIFICATIONS

Model Number DT45

Stock Number 1791304

Minimum Work Piece Size (L x W/in.) 7-7/8 x 2-3/8

Maximum Work Piece Size (L x W/in.) 31 x 11

Minimum Dovetail Height (in.) 3/16

Maximum Dovetail Height (in.) 3/4

Minimum Front Thickness (in.) 9/32

Maximum Front Thickness (in.) 1-3/4

Minimum Side Thickness (in.) 9/32

Maximum Side Thickness (in.) 1-3/16

Number of Spindles 1

Spindle Speed (RPM) 18,500

Table Height From Floor (in.) 35

Dust Collection Ports Diameter (in.) 2-1/2 and 4

Dust Collection Minimum CFM Required 500

Overall Dimensions (L x W x H/in.) 33 x 33 x 61

Motor (TEFC) 1HP, 1Ph, 115/230V, Prewired 115V

Net Weight (lbs.) 320

Shipping Weight (lbs.) 380



DT45 SINGLE  
END DOVETAILER

A ❘ �Stylus and Template
�Visual sylus and template aids in guid-
ing the carriage through the workpiece 

B ❘ �Dust Collection
Dust collection hose mounted to the 
carriage for efficient dust collection

C ❘ �Cutter Adjustment 
Cutter height can be adjusted from 
3/16" to 3/4"
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DT65 Single End  
Dovetailer
The Powermatic DT65 single spindle dovetailer gives quality to the most 

popular joints of drawer construction. It provides an affordable way to  

produce cleanly cut, quality dovetails and enhance your products.  

The DT65 is complete with 1HP, 1Ph, 230V motor, pneumatic clamping, 

magnetic starter, carbide tipped cutter, and a four-sided template that  

produces dovetails on 1", 1-1/2", 2" and 2-1/2" centerlines. The use of  

different dovetail centerlines gives a unique custom appearance.

Features

Four separate dovetail centerlines 

1HP, 1Ph, 230V motor 

Eccentric spindle collet for resharpened cutters 

Cutter height of 3/16" to 3/4" 

Pneumatic clamping provides quick locking and unlocking  
of the work-piece 

Extra large softgrip handle provides positive control and comfort 

The precision linear carriage bearings are sealed on both ends to  
eliminate dust build-up 

Visual stylus and template mounting aid in guiding the carriage 

Spring loaded carriage makes for smooth, effortless dovetail cutting 

Material stops provide convenient postioning of the work-piece 

Cast iron and steel construction for added stability and durability

OPTIONAL ACCESSORy

Dovetail Bit DT45-257
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SPECIFICATIONS

Model Number DT65

Stock Number 1791305

Minimum Work Piece Size (L x W/in.) 7-7/8 x 2-3/8

Maximum Work Piece Size (L x W/in.) 59 x 16-1/2

Minimum Dovetail Height (in.) 3/16

Maximum Dovetail Height (in.) 3/4

Minimum Front Thickness (in.) 9/32

Maximum Front Thickness (in.) 2-3/8

Minimum Side Thickness (in.) 3/8

Maximum Side Thickness (in.) 1-3/16

Number of Spindles 1

Spindle Speed (RPM) 18,500

Center to Center Dovetail Spacing (in.) 1, 1-1/2, 2 and 2-1/2

Dust Collection Minimum CFM Required 500

Dust Collection Port (in.) 2-1/2

Table Height From Floor (in.) 45

Overall Dimensions (L x W x H/in.) 37 x 44 x 63

Motor (TEFC) 1HP, 1Ph, 230V

Net Weight (lbs.) 420

Shipping Weight (lbs.) 510

Standard Equipment

Four-sided template

Work stops

Cutter

Tool kit

I N D U S T R I A LI N D U S T R I A L
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A ❘ �Controls
�Pneumatic controls 

B ❘ �Stylus
Stylus and dovetail template

C ❘ �Bit Mount
Headstock with dovetail bit mount

D ❘ �Hold Downs 
Pneumatic workpiece hold downs
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WARRANTY AND SERVICE
Walter Meier (Manufacturing) Inc., warrants every product it sells. If one of our tools needs service or repair, one of out Authorized Service 
Centers located throughout the United States can provide you with quick service. In most cases, any of these Walter Meier Authorized  
Service Centers can authorize warranty repair, assist you in obtaining parts, or perform routine maintenance and major repair on your  
POWERMATIC® tools. FOR THE NAME OF AN AUTHORIZED SERVICE CENTER IN YOUR AREA CALL 1-800-274-6848 OR VISIT POWERMATIC.COM

MORE INFORMATION
Walter Meier is consistently adding new products to the line. For complete, up-to-date product information, check with your local Walter 
Meier distributor, or visit powermatic.com

WARRANTY
POWERMATIC products carry a limited warranty which varies in duration based upon the product.

WHAT IS COVERED?
This warranty covers any defects in workmanship or materials subject to the exceptions stated below. Cutting tools, abrasives and other 
consumables are excluded from the warranty coverage.

WHO IS COVERED?
This warranty covers only the initial purchaser of the product. 

WHAT IS THE PERIOD OF COVERAGE?
The general POWERMATIC warranty lasts for the time period specified in the product literature of each product.

WHAT IS NOT COVERED?
The five year warranty does not cover products used for commercial, industrial or educational purposes. Products with a Five Year  
Warranty that are used for commercial, industrial or educational purposed revert to a One Year Warranty. This warranty does not cover 
defects due directly or indirectly to misuse, abuse, negligence or accidents, normal wear-and-tear, improper repair or alterations,  
or lack of maintenance.

HOW TO GET SERVICE
The product or part must be returned for examination, postage prepaid, to a location designated by Walter Meier. For the name of the  
location nearest you, please call 1-800-274-6848.

You must provide proof of initial purchase date and an explanation of the complaint must accompany the merchandise. If our inspection 
discloses a defect, we will repair or replace the product, or refund the purchase price, at our option.

We will return the repaired product or replacement at our expense unless it is determined by Walter Meier that there is no defect, or that the 
defect resulted from causes not within the scope of our warranty in which case we will, at your direction dispose of or return the product.  
In the event you choose to have the product returned, you will be responsible for the handling and shipping cost.

HOW STATE LAW APPLIES
This warranty gives you specific legal rights; you may also have other rights which vary from state to state.

LIMITATIONS ON THIS WARRANTY
Walter Meier limits all implied warranties to the period of limited warranty for each product. Except as stated herein, any implied  
warranties or merchantability and fitness are excluded. Some states do not allow limitations on how long the implied warranty lasts,  
so the above limitation may not apply to you.

WALTER MEIER SHALL IN NO EVENT BE LIABLE FOR DEATH, INJURIES TO PERSONS OR PROPERTY, OR FOR INCIDENTAL, CONTINGENT, SPECIAL, OR CON-
SEQUENTIAL DAMAGES ARISING FROM THE USE OF OUR PRODUCTS. SOME STATES DO NOT ALLOW THE EXCLUSION OR LIMITATION OF INCIDENTAL OR 
CONSEQUENTIAL DAMAGES, SO THE ABOVE LIMITATION OR EXCLUSION MAY NOT APPLY TO YOU.

WALTER MEIER SELLS THROUGH DISTRIBUTORS ONLY. THE SPECIFICATIONS IN WALTER MEIER CATALOGS ARE GIVEN AS GENERAL INFORMATION AND 
ARE NOT BINDING. MEMBERS OF WALTER MEIER RESERVE THE RIGHT TO EFFECT AT ANY TIME, WITHOUT PRIOR NOTICE, THOSE ALTERATIONS TO PARTS, 
FITTINGS, AND ACCESSORY EQUIPMENT WHICH THEY MAY DEEM NECESSARY FOR ANY REASON WHATSOEVER.

WARRANTY AND SERVICE
WMH Tool Group, Inc.,  warrants every product it sells. If one of our tools needs service or repair, one of our Authorized Service Center located 
throughout the United States can give you quick service. In most cases, any of these WMH Tool Group Authorized Service Centers can authorize 
warranty repair, assist you in obtaining parts, or perform routine maintenance and major repair on your POWERMATIC®  tools. For the name of an 
Authorized Service Center in your area call 1-800-274-6848 or visit powermatic.com

MORE INFORMATION
WMH Tool Group is consistently adding new products to the line. For complete, up-to-date product information, check with your local 
WMH Tool Group distributor, or visit powermatic.com.

WARRANTY
POWERMATIC products carry a limited warranty which varies in duration based upon the product. 

WHAT IS COVERED?
This warranty covers any defects in workmanship or materials subject to the exceptions stated below. Cutting tools, abrasives and other consumables 
are excluded from warranty coverage.

WHO IS COVERED?
This warranty covers only the initial purchaser of the product.

WHAT IS THE PERIOD OF COVERAGE?
The general POWERMATIC warranty lasts for the time period specifi ed in the product literature of each product.

WHAT IS NOT COVERED?
The Five Year Warranty does not cover products used for commercial, industrial or educational purposes. Products with a Five Year Warranty that are 
used for commercial, industrial or education purposes revert to a One Year Warranty. This warranty does not cover defects due directly or indirectly to 
misuse, abuse, negligence or accidents, normal wear-and-tear, improper repair or alterations, or lack of maintenance.

HOW TO GET SERVICE
The product or part must be returned for examination, postage prepaid, to a location designated by us. For the name of the location nearest you, 
please call 1-800-274-6848.
You must provide proof of initial purchase date and an explanation of the complaint must accompany the merchandise. If our inspection discloses 
a defect, we will repair or replace the product, or refund the purchase price, at our option.
We will return the repaired product or replacement at our expense unless it is determined by us that there is no defect, or that the defect resulted 
from causes not within the scope of our warranty in which case we will, at your direction, dispose of or return the product. In the event you choose to 
have the product returned, you will be responsible for the handling and shipping costs of the return.

HOW STATE LAW APPLIES
This warranty gives you specifi c legal rights; you may also have other rights which vary from state to state.
LIMITATIONS ON THIS WARRANTY
WMH TOOL GROUP LIMITS ALL IMPLIED WARRANTIES TO THE PERIOD OF THE LIMITED WARRANTY FOR EACH PRODUCT. EXCEPT AS STATED 
HEREIN, ANY IMPLIED WARRANTIES OR MERCHANTABILITY AND FITNESS ARE EXCLUDED. SOME STATES DO NOT ALLOW LIMITATIONS ON HOW 
LONG THE IMPLIED WARRANTY LASTS, SO THE ABOVE LIMITATION MAY NOT APPLY TO YOU.
WMH TOOL GROUP SHALL IN NO EVENT BE LIABLE FOR DEATH, INJURIES TO PERSONS OR PROPERTY, OR FOR INCIDENTAL, CONTINGENT, 
SPECIAL, OR CONSEQUENTIAL DAMAGES ARISING FROM THE USE OF OUR PRODUCTS.  SOME STATES DO NOT ALLOW THE EXCLUSION 
OR LIMITATION OF INCIDENTAL OR CONSEQUENTIAL DAMAGES, SO THE ABOVE LIMITATION OR EXCLUSION MAY NOT APPLY TO YOU.
WMH Tool Group sells through distributors only. The specifi cations in WMH catalogs are given as general information and are not binding. Members of 
WMH Tool Group reserve the right to effect at any time, without prior notice, those alterations to parts, fi ttings, and accessory equipment which they may 
deem necessary for any reason whatsoever.

Warranty reverts to 1 Year if above products are used for commercial, industrial or educational purposes

Industrial Products Non-Industrial Products
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Tablesaws
Vertical Panel Saws
Bandsaws
Jointers
Planers
Planer/Molder
Dust Collection

Disc Sanders
Edge Sanders
Drum Sanders
Shapers
Drill Press's
Mortisers
Dovetailers

Horizontal Panel Saws
Cut Off Saws
Rip Saws
Bandsaws
Jointers
Planers
Oscillating Edge Sanders

Belt Sanders
Shapers
Power Feeders
Mortisers
Dovetailers

WARRANTY AND SERVICE
WMH Tool Group, Inc.,  warrants every product it sells. If one of our tools needs service or repair, one of our Authorized Service Center located 
throughout the United States can give you quick service. In most cases, any of these WMH Tool Group Authorized Service Centers can authorize 
warranty repair, assist you in obtaining parts, or perform routine maintenance and major repair on your POWERMATIC®  tools. For the name of an 
Authorized Service Center in your area call 1-800-274-6848 or visit powermatic.com

MORE INFORMATION
WMH Tool Group is consistently adding new products to the line. For complete, up-to-date product information, check with your local 
WMH Tool Group distributor, or visit powermatic.com.

WARRANTY
POWERMATIC products carry a limited warranty which varies in duration based upon the product. 

WHAT IS COVERED?
This warranty covers any defects in workmanship or materials subject to the exceptions stated below. Cutting tools, abrasives and other consumables 
are excluded from warranty coverage.

WHO IS COVERED?
This warranty covers only the initial purchaser of the product.

WHAT IS THE PERIOD OF COVERAGE?
The general POWERMATIC warranty lasts for the time period specifi ed in the product literature of each product.

WHAT IS NOT COVERED?
The Five Year Warranty does not cover products used for commercial, industrial or educational purposes. Products with a Five Year Warranty that are 
used for commercial, industrial or education purposes revert to a One Year Warranty. This warranty does not cover defects due directly or indirectly to 
misuse, abuse, negligence or accidents, normal wear-and-tear, improper repair or alterations, or lack of maintenance.

HOW TO GET SERVICE
The product or part must be returned for examination, postage prepaid, to a location designated by us. For the name of the location nearest you, 
please call 1-800-274-6848.
You must provide proof of initial purchase date and an explanation of the complaint must accompany the merchandise. If our inspection discloses 
a defect, we will repair or replace the product, or refund the purchase price, at our option.
We will return the repaired product or replacement at our expense unless it is determined by us that there is no defect, or that the defect resulted 
from causes not within the scope of our warranty in which case we will, at your direction, dispose of or return the product. In the event you choose to 
have the product returned, you will be responsible for the handling and shipping costs of the return.

HOW STATE LAW APPLIES
This warranty gives you specifi c legal rights; you may also have other rights which vary from state to state.
LIMITATIONS ON THIS WARRANTY
WMH TOOL GROUP LIMITS ALL IMPLIED WARRANTIES TO THE PERIOD OF THE LIMITED WARRANTY FOR EACH PRODUCT. EXCEPT AS STATED 
HEREIN, ANY IMPLIED WARRANTIES OR MERCHANTABILITY AND FITNESS ARE EXCLUDED. SOME STATES DO NOT ALLOW LIMITATIONS ON HOW 
LONG THE IMPLIED WARRANTY LASTS, SO THE ABOVE LIMITATION MAY NOT APPLY TO YOU.
WMH TOOL GROUP SHALL IN NO EVENT BE LIABLE FOR DEATH, INJURIES TO PERSONS OR PROPERTY, OR FOR INCIDENTAL, CONTINGENT, 
SPECIAL, OR CONSEQUENTIAL DAMAGES ARISING FROM THE USE OF OUR PRODUCTS.  SOME STATES DO NOT ALLOW THE EXCLUSION 
OR LIMITATION OF INCIDENTAL OR CONSEQUENTIAL DAMAGES, SO THE ABOVE LIMITATION OR EXCLUSION MAY NOT APPLY TO YOU.
WMH Tool Group sells through distributors only. The specifi cations in WMH catalogs are given as general information and are not binding. Members of 
WMH Tool Group reserve the right to effect at any time, without prior notice, those alterations to parts, fi ttings, and accessory equipment which they may 
deem necessary for any reason whatsoever.

Warranty reverts to 1 Year if above products are used for commercial, industrial or educational purposes

Industrial Products Non-Industrial Products

1
Y E A R

WARRANTY

5
Y E A R

WARRANTY

Tablesaws
Vertical Panel Saws
Bandsaws
Jointers
Planers
Planer/Molder
Dust Collection

Disc Sanders
Edge Sanders
Drum Sanders
Shapers
Drill Press's
Mortisers
Dovetailers

Horizontal Panel Saws
Cut Off Saws
Rip Saws
Bandsaws
Jointers
Planers
Oscillating Edge Sanders

Belt Sanders
Shapers
Power Feeders
Mortisers
Dovetailers

Horizontal Panel 
Saws
Cut Off Saws
Rip Saws
Bandsaws
Jointers
Planers
Oscillating Edge 
Sanders

Belt Sanders
Shapers
Power Feeders
Mortisers
Dovetailers

INDUSTRIAL PRODUCTS:
Tablesaws
Vertical Panel Saws
Bandsaws
Jointers
Planers
Planer/Molder
Dust Collection
Disc Sanders
Edge Sanders

Drum Sanders
Shapers
Drill Presses
Mortisers
Dovetailers

NON-INDUSTRIAL PRODUCTS:




